20001114.ba v03_n035.bam.20001114

>From ???@??? Tue Nov 14 14:32:57 2000 -0600
Date: Tue, 14 Nov 2000 14:30:35 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3035
Message-Id: <20001114213450.718AC3D5@devel43.theporch.com>

			    BOATANCHORS Digest 3035

Topics covered in this issue include:

  1) RE: Moving questions + Bubble-Wrap danger!
	by "John Dilks, K2TQN" <oldradio@worldnet.att.net>
  2) RE: Moving questions + Bubble-Wrap danger!
	by Tom Norris <badger@telalink.net>
  3) RE: Moving questions & Answers!
	by Merz Donald S <merz.ds@mellon.com>
  4) Re: Lysco Question
	by BobR <brainbol@lawrence.ks.us>
  5) Re: Lysco Question
	by Ed Zeranski <ezeran@concentric.net>
  6) RE: Moving questions & Answers!
	by John Ward <ke2st@frontiernet.net>
  7) Re: Lysco Question
	by Dave Hollander <davidh@getnet.com>
  8) Re: How do I clean this?
	by Arden Allen <gumbear@pacbell.net>
  9) Re: Bad Power Strips
	by Arden Allen <gumbear@pacbell.net>
 10) Wanted a couple of 1232 or 7G7 tubes
	by Scott Robinson <spr@earthlink.net>
 11) Re: Moving questions & Answers!
	by "knepper" <knepper@lenzlink.net>
 12) Re: Lysco Question
	by john <johnmb@mindspring.com>
 13) Re: Grounding
	by "Richard Brunner" <rbrunner@gis.net>
 14) Fwd: New (OLD) tube arrived
	by William Fuqua <Wlfuqu00@pop.uky.edu>
 15) URGENT: Boo-boo on Drawing
	by "Jay H. Miller" <jay@kk5im.com>
 16) Re: Grounding
	by "russ dworakowski" <wb3fau@hotmail.com>
 17) RE: Grounding
	by "Bill Hawkins" <bill@iaxs.net>
 18) Fw: Moving questions + Bubble-Wrap danger!
	by "Tom R. Rice" <tomrrice@earthlink.net>
 19) 100TH Grid Clips
	by Merz Donald S <merz.ds@mellon.com>
 20) Control box ?
	by BEN NOCK <G4BXD@compuserve.com>

----------------------------------------------------------------------
Message-Id: <4.3.2.7.0.20001113160057.00b3a8c0@postoffice.worldnet.att.net>
Date: Mon, 13 Nov 2000 16:03:12 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "John Dilks, K2TQN" <oldradio@worldnet.att.net>
Subject: RE: Moving questions + Bubble-Wrap danger!
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 01:20 PM 11/13/2000 -0500, Roy Morgan wrote:
>... I think I'll load them myself on the mover's
>>van, individually wrapped in bubble wrap.

To Roy and all,

   Bubble wrap is good.  But D-O  N-O-T  leave it on the radio for long.  I 
had bubble wrap break down and merge itself with the black wrinkle 
finish.  It wasn't pretty.

73' John

------------------------------
Message-Id: <4.2.2.20001113155344.00d1b3c0@mail1.telalink.net>
Date: Mon, 13 Nov 2000 15:55:48 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: RE: Moving questions + Bubble-Wrap danger!
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed


>
>At 01:20 PM 11/13/2000 -0500, several wrote:
>>... I think I'll load them myself on the mover's
>>>van, individually wrapped in bubble wrap.
>
>To Roy and all,
>
>   Bubble wrap is good.  But D-O  N-O-T  leave it on the radio for 
> long.  I had bubble wrap break down and merge itself with the black 
> wrinkle finish.  It wasn't pretty.
>
>73' John


John is correct. An easy way around it if you insist on using a plastic based
padding is the wrap the unit to be shipped in plain old brown paper. Keeps the
plastic or foam or newspaper ink off the radio, and the brown unbleached stuff
seems to not be as harmful to most finishes.

Tom KA4RKT

------------------------------
Message-ID: <20001113224505.23012.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Moving questions & Answers!
Date: Mon, 13 Nov 2000 17:40:04 -0500
MIME-Version: 1.0
Content-Type: text/plain

> >At 01:20 PM 11/13/2000 -0500, several wrote:
> >>... I think I'll load them myself on the mover's
> >>>van, individually wrapped in bubble wrap.
> 
Also, something I never see mentioned, maybe because we all assume that it
is common sense, is always pack the radio so it sits upright in the box.
Never sit it on its side or back because "the box is shaped like that." The
radio was engineered to take stresses in only one direction. Always keep BAs
upright when shipping

73, Don Merz, N3RHT



*****************************************************************
DISCLAIMER:   The information contained in this e-mail may be confidential
and is intended solely for the use of the named addressee.  Access, copying
or re-use of the e-mail or any information contained therein by any other
person is not authorized.  If you are not the intended recipient please
notify us immediately by returning e-mail to the originator.    

------------------------------
Message-ID: <3A1091FD.4DC61E8@lawrence.ks.us>
Date: Mon, 13 Nov 2000 19:14:37 -0600
From: BobR <brainbol@lawrence.ks.us>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Lysco Question
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Scott,

I've never seen the 600 but here's a pix of my
500:
http://www.sunflower.com/~brainbol/Radio/Lysco500.jpg
There is no model number on the front panel, only
a
small label on the rear which you seem to be
missing.
Bob/WB0AUQ

"Freeberg, Scott (STP)" wrote:
> 
> Hi All,
> 
> I just bought and took delivery of  a Lysco transmitter ...................
> The front panel doesn't have a model number like (500 or 600) under the
> Lysco name in the front panel label.....

------------------------------
Message-Id: <4.2.0.58.20001113184052.009d9cd0@pop3.concentric.net>
Date: Mon, 13 Nov 2000 18:53:21 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Zeranski <ezeran@concentric.net>
Subject: Re: Lysco Question
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 10:40 AM 11/13/00 -0600, Freeberg, Scott (STP) wrote:
>Hi All,
>
>I just bought and took delivery of  a Lysco transmitter in very excellant
>condition!  I'll put pictures up on my website soon.
>
>.................
>
>I haven't seen much on Lysco  on the internet, so I am wondering if you
>might know what model I have.    Its a beauty and will be a joy put on the
>air this winter!
>
>Thanks very much!,
>
>73,  Scott WA9WFA
>http://www.qsl.net/wa9wfa
         The Lysco 500/600 "Transmaster" was featured as a new item in the 
Sept. '50 QST or CQ,  sorry on not remembering which. The article has a 
very positive review and schematic but it seems most other Lysco units were 
remote located mobiles sets. From what I remember the Lysco ads for the 
Transmasters ended in '52 or so. The ads implied the 600 was better 
shielded as it was for 'TV' areas while the 500 was suggested for 'non TV 
areas". If you go to the library and look at the early '50s ads you can put 
together some info on the Transmaster and accessories.  I have the matching 
"150" random wire tuner which works just fine.  Anyway..If you have a 
500/600 and would like a copy of the mentioned articles just send a post 
address.

------------------------------
Mime-Version: 1.0
Message-Id: <v04210101b63656496e2b@[209.130.130.17]>
Date: Mon, 13 Nov 2000 21:46:05 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: John Ward <ke2st@frontiernet.net>
Subject: RE: Moving questions & Answers!
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

Don Merz wrote:
><snip> The radio was engineered to take stresses in only one 
>direction. Always keep BAs upright when shipping
>

This assumes. of course, that the shippers will pay attention to the 
"This Side Up" stickers you've plastered all over the top. Ummmm, I 
wouldn't be too sure!

I just finished packing a BA whose chassis is bolted only to the 
rack-mounted front panel. I've crammed expanded polypropylene wedges 
inside the case, holding the chassis firmly down against the bottom 
plate. If the Brown Truck Bozo's drop this one on its head, it isn't 
gonna care.

It's also a good idea to tie down any loose wires, plate caps, etc., 
so they can't wave about.





--
John Ward,  ke2st@frontiernet.net

------------------------------
Message-ID: <3A10CC7A.8A68EF13@getnet.com>
Date: Tue, 14 Nov 2000 05:24:11 +0000
From: Dave Hollander <davidh@getnet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Lysco Question
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac-creator="4D4F5353"
Content-Transfer-Encoding: 7bit

Hi all - here is a a picture of my Lysco Transmaster. Worked well until
one of the oil filled capacitors exploded and sprayed oil all over the
wall..thank goodness for latex paint! I have a manual and if anyone is
interested, I'll scan it and make a pdf file out of it.

Here is a picture of mine

http://www.getnet.com/~davidh/n7rk_lysco500.jpg

Wondering what kind of output power you guys are getting out of yours?

73,

Dave N7RK

--
************************************************************

Dave  N7RK -  Webmaster CADXA
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*

            ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX

Boatanchor Collector Extraordinaire preferring Hallicrafters, National
and what ever else looks interesting!

E-Mail: davidh@getnet.com  Home Page:  http://www.getnet.com/~davidh

Visit the Central Arizona DX Association Home page - http://cadxa.org

------------------------------
Date: Mon, 13 Nov 2000 21:03:48 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: How do I clean this?
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0G4000FAQ0MG22@mta6.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Art;

> I have a vernier drive which is marked "Publix Precision Products".  The
> grease in the gears has dried up and the thing no longer turns.  How do
> I clean out the gunk without disolving the fibre things?
> thanks,

It was mentioned so I'll take up the cudgel once again.  I first used WD-40
in 1965 and over the years have become quite familiar with its good and bad
points (there is still more to learn no doubt).  The stoddard solvent (much
like kerosene) it contains does not attack phenolic resin fiber board. 
WD-40 just soaks into the porous surface and gives the board a darker cast.
 The darkening effect is caused by the oil in WD-40.  Mineral spirits with
light machine oil added would have much the same effect.

I regularly clean phenolic parts with acetone which will wash away the
easily disolved constituents on the surface but it does not "attack" the
enduring resin itself that I can tell.  A part cleaned in acetone will take
on a lighter powdery look, the extent to which depends on the condition of
the surface.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Date: Mon, 13 Nov 2000 21:20:36 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: Bad Power Strips
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0G4000JLB1JB72@mta6.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Don;

> This is something that every hobbyist of any stripe should be aware of.
> NEVER buy used power strips at hamfests or anywhere else unless
> you are planning to disassemble them and confirm that they are still
> working as designed. An ohm-meter test is not good enough. And NEVER 
> buy cheap power strips even brand new--they are all built with shortcuts 
> such as John notes above. 

This is good advice.  While there are some pretty good quality cheapy
strips there are also some poorly made ones.  I prefer the metal variety
that are made up with duplex outlets.  They can be easily repaired if an
outlet becomes too frail to give reliable service.  They are obviously less
flammable too.  For my radio shack and work benches I remove the circuit
breakers and cheezy switches within.  My wall outlets are commercial or
hospital grade and there is no daisy chaining of outlet strips.  In the
event of an overload, nothing is likely to go up in flames except the
device having the problem itself.  If the overload current is high enough
to clear the breaker in the service entrance box there will be no excessive
wire or plug/receptacle heating which could cause a building fire.  With
old radios fire prevention is part just dumb luck because of the expense
and difficulty of upgrading everything to perfection but it's better to
have a burnt boatanchor than a pile of ashes for a domicile.  Make sure
that your radios are placed in such a way that they can let off some smoke
without catching the drapes on fire, and so forth.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <v03007804b636a4ad3df2@[209.179.247.113]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Tue, 14 Nov 2000 00:17:26 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Wanted a couple of 1232 or 7G7 tubes

Folks,

The title says it all. NOS preferred.  These are spares for my newly
acquired set of Scott Philharmonic chassis (no cabinet).  These definitely
weigh enough to be boatanchors, and with 2 RF amps, 4 IF amps, three
separate AVC loops, and continously variable selectivity tehy certinaoly
qualify on features and signal catching ability.  Sorry, no BFO or CW width
filters.

Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------
Message-ID: <003601c04e1f$1edfa5a0$02000003@knepper>
From: "knepper" <knepper@lenzlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Moving questions & Answers!
Date: Tue, 14 Nov 2000 04:41:52 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Suggestion:  ask a UPS driver the next time you see one.  I am sure that he
will give us a more definitive answer than the speculation that I read.

David Knepper, W3ST
Publisher of the Collins Journal
Secretary to the Collins Radio Association
http://www.collinsra.com
Sign-up for the mail list:  go to www.qth.net






















-----Original Message-----
From: John Ward <ke2st@frontiernet.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Monday, November 13, 2000 9:38 PM
Subject: RE: Moving questions & Answers!


>Don Merz wrote:
>><snip> The radio was engineered to take stresses in only one
>>direction. Always keep BAs upright when shipping
>>
>
>This assumes. of course, that the shippers will pay attention to the
>"This Side Up" stickers you've plastered all over the top. Ummmm, I
>wouldn't be too sure!
>
>I just finished packing a BA whose chassis is bolted only to the
>rack-mounted front panel. I've crammed expanded polypropylene wedges
>inside the case, holding the chassis firmly down against the bottom
>plate. If the Brown Truck Bozo's drop this one on its head, it isn't
>gonna care.
>
>It's also a good idea to tie down any loose wires, plate caps, etc.,
>so they can't wave about.
>
>
>
>
>
>--
>John Ward,  ke2st@frontiernet.net

------------------------------
Message-Id: <3.0.3.32.20001114063959.00e0253c@mindspring.com>
Date: Tue, 14 Nov 2000 06:39:59 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: Re: Lysco Question
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Dave,
Well well....there's different versions of this evidently. Take a look at
the front panel of mine and compare:
http://www.mindspring.com/~johnmb/johnb.htm

I THINK mine is a 600, but Im not sure how I arrived at that,
since its not screened on the panel ....?

/John



At 05:24 AM 11/14/00 +0000, Dave Hollander wrote:
>Hi all - here is a a picture of my Lysco Transmaster. Worked well until
>one of the oil filled capacitors exploded and sprayed oil all over the
>wall..thank goodness for latex paint! I have a manual and if anyone is
>interested, I'll scan it and make a pdf file out of it.
>
>Here is a picture of mine
>
>http://www.getnet.com/~davidh/n7rk_lysco500.jpg
>
>Wondering what kind of output power you guys are getting out of yours?
>
>73,
>
>Dave N7RK
>
>--
>************************************************************
>
>Dave  N7RK -  Webmaster CADXA
>Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*
>
>            ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX
>
>Boatanchor Collector Extraordinaire preferring Hallicrafters, National
>and what ever else looks interesting!
>
>E-Mail: davidh@getnet.com  Home Page:  http://www.getnet.com/~davidh
>
>Visit the Central Arizona DX Association Home page - http://cadxa.org
>
>

------------------------------
Message-ID: <012501c04e3b$5d5bace0$554929d8@tneltcds>
From: "Richard Brunner" <rbrunner@gis.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Grounding
Date: Tue, 14 Nov 2000 07:56:34 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


" Some would say that this outside ground should also be tied to the house
 wiring ground. But this is a judgement call since code violations could be
 necessary to accomplish this unless you pay an electrician to do it."

A separate outside ground is a bad idea because in event of a nearby
lightning strike, the outside ground potential can surge with respect to the
inside ground potential, burning Hell out of your equipment.  In not too
distant years, computer people did this to achieve a "Clean" ground, with
the above results.  It is far better to ground to the water pipe where it
comes into the building.  Then, in event of a lightning strike, everything
goes up and down together.  If you merely tie the outside ground to inside
ground, you haven't accomplished much, as the inside ground, (water pipe) is
much lower resistance than a ground rod outside.  Fot the record, the NEC
permits ground resistance as high as 25 Ohms for a dwelling ground, which in
my mind isn't much of a ground.  Also, the separate "outside ground," is now
a Code violation.

Richard Brunner, AA1P, rbrunner@gis.net

------------------------------
Message-Id: <4.2.0.58.20001114095719.00af2920@pop.uky.edu>
Date: Tue, 14 Nov 2000 09:58:33 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: William Fuqua <Wlfuqu00@pop.uky.edu>
Subject: Fwd: New (OLD) tube arrived
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed



>Just received an EIMAC 2000T for my collection.
>This is a real beauty.  Now, I can start on my display of EIMAC triodes
>starting with the 15E. Now if I could only find a 1500T.
>As far as the larger ones go I currently 
>have  75TH,100TH,150TH,250TH,304TH,450TH, 750TL, 1000T and 2000T.
>I'd like to make a display to take to Dayton, but I am concerned about 
>transporting such a thing.
>The last two took me years to find. I just got lucky.
>Maybe I should make an Amp with the 2000T. Wouldn't that look neat!
>
>73
>Bill wa4lav

------------------------------
Mime-Version: 1.0
Message-Id: <p05001901b637037ca258@[199.34.24.167]>
Date: Tue, 14 Nov 2000 09:05:49 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "Jay H. Miller" <jay@kk5im.com>
Subject: URGENT: Boo-boo on Drawing
Content-Type: text/plain; charset="iso-8859-1" ; format="flowed"
Content-Transfer-Encoding: quoted-printable

Blast! The Collins Power Plug Diagram on my Technical Data Base is 
WRONG. If you have downloaded the document prior to 0900 CST 11/14/00 
PLEASE destroy your file and redownload the revised drawing.

This URL will directly download the revised .PDF file to your computer:

http://www.kk5im.com/pdfiles/collinsplugs.pdf

The problem is in the 75S() power plug. This is the same error that 
was in the Collins Pocket Guide and why we sent out a replacement 
sticker for page 98. Apparently the 1995 artwork wound up on the 
Technical Data Base. However it is now corrected.

I apologize for any inconvenience and thanks to those gentlemen who 
caught the error and brought it to my attention.

73



-- 
                   *********** jay@kk5im.com ***********
              Jay H. Miller, KK5IM     32=B0 AASR       Dallas, Texas
            The Pocket Guide to Collins Amateur Radio Equipment
               A Pictorial History of Collins Amateur Radios
             NRA *  ARRL *  AMI#846 * DXCC  * S.A.S.S. #34,692
                      NEW Website: http://www.kk5im.com
             ***** Proud to be 100% Macintosh since 1984! *****

------------------------------
From: "russ dworakowski" <wb3fau@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Grounding
Date: Tue, 14 Nov 2000 11:21:13 EST
Mime-Version: 1.0
Content-Type: text/plain; format=flowed
Message-ID: <LAW2-F84f3laPejSlgu00003420@hotmail.com>

Concerning grounds- yes indeed, in my shack I have run a
separate copper ground  8feet deep in the ground just
outside the shack wall.  I attached #10 solid copper
wire to the back wall of the shelves.  Every BA rig that
gets plugged in first gets tied to the ground bus.  Russ


>From: Merz Donald S <merz.ds@mellon.com>
>Reply-To: merz.ds@mellon.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: Grounding
>Date: Mon, 13 Nov 2000 12:26:36 -0500
>
>Scott said:
>
> > While I agree with the concerns expressed about poorly connected safety
> > grounds, my personal interest is diluted by the fact that my house, 
>along
> > with about 80% of the houses I see, has no grounded outlets.  Gotta be
> > about 1960 or later in most places to have that feature.
> >
>All our shacks need a good electrical ground. This old BA equipment is
>dangerous enough that I would call this a requirement. I think all the gear
>(excluding AC/DC) and racks, possibly even metal shelving should be
>separately grounded to a substantial outside ground.
>
>Some would say that this outside ground should also be tied to the house
>wiring ground. But this is a judgement call since code violations could be
>necessary to accomplish this unless you pay an electrician to do it.
>
>My shack is in the recently-rewired basement of my house. I run both 3-wire
>grounded line cords on the gear and a separate outside ground. But I am not
>satisfied and plan to upgrade the quality of the grounding here as soon as
>possible.
>
>As I mentioned before, Monitoring Times, in their 1997 issues published a
>great series of articles on grounding. One issue covered theory, another
>covered how the military does it, another covered research results on
>grounding and another covered how to build a test jig to test the quality 
>of
>your local ground. Some of this was mixed in with articles on lightning
>arresting setups. But then there were also some valuable articles on
>practical aspects of building your own ground and lightning arresting
>system. Highly recommended.
>
>73, Don Merz, N3RHT
>
>
>
>*****************************************************************
>DISCLAIMER:   The information contained in this e-mail may be confidential
>and is intended solely for the use of the named addressee.  Access, copying
>or re-use of the e-mail or any information contained therein by any other
>person is not authorized.  If you are not the intended recipient please
>notify us immediately by returning e-mail to the originator.
>

_________________________________________________________________________
Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com.

Share information about yourself, create your own public profile at 
http://profiles.msn.com.

------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Grounding
Date: Tue, 14 Nov 2000 11:56:27 -0600
Message-ID: <000701c04e64$35bc4180$290aa8c0@darius>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

There's two ways to look at grounding:

1. Any reasonable ground will dissipate the static buildup
associated with charged thunderstorm clouds in the area.

2. NO kind of ground will hold your equipment at Earth's
average potential if lightning strikes nearby.

The way to save your equipment from damage is to establish
a local ground plane, so that when lightning strikes every-
thing will be near the same potential, even if it rises many
volts above Earth. "Everything" includes electric power and
telephone feeds to the house. Since the power company grounds
the power to the house in a way you can't control, you have
to use the utility ground for your ground plane. That is why
it is against code to have a separate ground rod. The phone
is another matter, but the wire resistance is higher than
the power company wires.

You still need lightning arrestors on the things that go
outside the house, like antennas, because they can pick up
RF from the lightning bolt (if not hit directly).

Using a separate ground rod is a lot like snapping your
fingers to keep the elephants away (unless you live in India).

That is my humble opinion, not to be construed as professional
advice.

Regards,
Bill Hawkins


>Concerning grounds- yes indeed, in my shack I have run a
>separate copper ground
>8 feet deep <--- It doesn't matter how deep, it can't be deep
                  enough or thick enough to handle lightning.
>in the ground just outside the shack wall.

------------------------------
Message-ID: <005801c04e65$d555b040$e384f5d1@tomrrice>
From: "Tom R. Rice" <tomrrice@earthlink.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <oldradio@worldnet.att.net>
Subject: Fw: Moving questions + Bubble-Wrap danger!
Date: Tue, 14 Nov 2000 09:59:22 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


----- Original Message -----
From: Tom R. Rice <tomrrice@earthlink.net>
To: <oldradio@worldnet.att.net>
Sent: Tuesday, November 14, 2000 9:54 AM
Subject: Re: Moving questions + Bubble-Wrap danger!


> Before encasing the unit in bubble wrap, it is good practice to tightly
wrap
> the unit in clear plastic (e.g., Viz-Queen), held on with tape.  Not only
> will this prevent nasty chemical interactions of this sort, it also
prevents
> the scratching and chafing from the unit squiggling around in the packing.
> "Tightly" is the operative word here  ;-)
>
> 73 de WB6BYH
>
.
> I
> > had bubble wrap break down and merge itself with the black wrinkle
> > finish.  It wasn't pretty.

------------------------------
Message-ID: <20001114203105.15023.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 100TH Grid Clips
Date: Tue, 14 Nov 2000 15:26:04 -0500
MIME-Version: 1.0
Content-Type: text/plain

I need some grid clips for the Eimac 100TH. I have seen fahnstock clips used
for this. But then I also have seen a really cool clip that fits onto the
pin and tightens like a drill chuck around it. Is there any source for
these?

73, Don Merz, N3RHT

*****************************************************************
DISCLAIMER:   The information contained in this e-mail may be confidential
and is intended solely for the use of the named addressee.  Access, copying
or re-use of the e-mail or any information contained therein by any other
person is not authorized.  If you are not the intended recipient please
notify us immediately by returning e-mail to the originator.    

------------------------------
Date: Tue, 14 Nov 2000 15:29:29 -0500
From: BEN NOCK <G4BXD@compuserve.com>
Subject: Control box ?
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200011141529_MC2-BAD9-CF8A@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

I acquired several control boxes, =


C-56/APX-2

Which set do these go with ? and does anyone need one. =


Ben.
-------------------------------------------------
(G)ear 4 (B)ritish (X)ternal (D)efence
        www.qsl.net/g4bxd
        G4BXD@qsl.net=

------------------------------
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